Bonnet Stud & Nut

for size 3' only

DESCRIPTION

MATERIAL

ASTM. DESIGNATION

DESCRIPTION

MATERIAL

ASTM. DESIGNATION

Body

Cast Iron

A 126 Class B

Gland Bolt

Zinc Cooted Steel

A 307 Grode B

Bonnet

Cast Iron

A 126 Class B

Gland Nut

Brass

B 21

Disc

Cast Iron

A 126 Class B

Stem

Stainless Steel

A 276 Type 304

Packing Box

Ductile Iron

A 536 Gr. 65-45-12

Bonnet Bolt & Nut

Zinc Cooted Steel

A 307 Grode B

Gland

Bronze

B 62

Packing Box Bolt & Nut

Zinc Cooted Steel

A 307 Grode B

Operating Nut

Cast Iron

A 126 Closs B

Gland Bolt & Nut

Zinc Coated Steel

A 307 Grode B

Body Seat Ring

Bronze

B 62

Top Nut

Zinc Coated Steel

A 307 Grode B

Disc Seat Ring

Bronze

B 62

Bonnet Gasket

Non Askestos Sheet

Bonnet Bushing

Bronze

B 62

Packing Box Gasket

Non Askestos Sheet

Packing Box Bushing

Bronze

B 62

Packing

Braided Packing Synthetic Yarn with PTFE

Stem Nut

Bronze

B 62

=l =Pl = =] =] =] -

AMERICAN R/D
ANNISTON,ALABAMA
A DIVISION OF MCWANE

INC.

DWN:

JMK

DATE:

10,/06,/06

DWG. NO.

100-3~12-MJ-ON-PL

3" - 12" SOLID WEDGE

MJ END GATE VALVE NRS W/
2" OPERATING NUT

PARTS LIST - AWWA C500
MODEL 100MJ
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